
Technical: Wet-Pour specification
07/07

specifications - wet-pour

Safer Surface Specification

 

 

 

 

 

 

w w w . e a s i f a l l . c o m  -  s a l e s @ e a s i f a l l . c o m  -  Te l :   0 1 6 1  9 7 3  0 3 0 4  -  Fa x :  0 1 6 1  9 6 9  5 0 0 9

T8

Rubber granulate base and wearing surface in size range 1-4 mm. to be clean cut with angular 
faces to a specific gravity of 1.3 equivalent to 1300 kg per cubic metre, yielding a granule bulk 
density of approximately 600 kg per cubic metre.

The safer surface shall be the type known as porous in situ bound rubber crumb. The material 
will be mixed, laid and cured fully in accordance with the manufacturers instructions and shall 
be continuous. It shall be laid so as to comply with BS EN 1177 Part 3 and be finished in the 
colour specified. The finished top must be GEZOLASTIC VIRGIN EPDM.

To comprise

Typical EPDM sieve analysis

Resin

Wear Pads

Installation

British Standards

Underneath all equipment entrances, exits and heavy wear points, easifall installs hard wearing
pads to ensure the optimum life span of the system.

Must be single pack, moisture cure and solvent free. This must be stated on all drums used. 

The completed system must comply with BS EN1177 and also be tested for Elongation and 
Tensile strength. 

Installation to be carried out by In House fully trained installers. No Sub Contractors to be 
used. 

Granule Size

0.0-1.5mm

1.5-2.0mm

2.0-2.5mm

2.5-3.0mm

3.0-3.5mm

3.5-4.0mm

>4.0mm
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